
Wood Plastic Composite (WPC) has the same 
texture and looks as wood, is maintenance-free 
and environmentally friendly. WPC fits perfectly 
into a natural environment. The fully flat inside 
gives the best bounce experience when 
playing. The flat wall becomes a part of the 
game and adds a new dimension to it, a 
dimension that can challenge and develop 

players' tactical vision of the game. The 9'10'' x 
6'7'' Multi Goal follows the goal size of FIFA 
Futsal and IHF Handball regulations. The 
basketball hoop is placed at the official NBA 
height of 10 feet, and has the official NBA size 
of 18 inches in diameter.
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Item no. FRE600403-0901

General Product Information

Dimensions LxWxH 3882x1993x369 cm
Age group 3+
Play capacity (users) -
Colour options n n n n n



The Wood Plastic Composite panels are made 
of 100% recycled fibre/wood powder and High 
Density Poly Ethylene (HDPE). With the 
dimensions of 860 x 110 x 30mm the boards are 
extremely strong. 

The Panna Goals are 118 x 68cm and the 
distance between the vertical ø21.3mm tubes is 
68mm, small enough to keep all balls in play. 
The goal is framed with coloured HDPE strips to 
highlight the target. 

The hinges on the entrance gate are 16mm and 
made of Stainless Steel, the handle can be 
accessed from both inside and outside of the 
pitch but is constructed in such a way that it 
remains fully flat on the inside of the MUGA. 

Each panel has 4 Thermoplastic Vulcanizates 
plugs connecting the panels to the posts. The 
plugs reduce the vibration and therefore reduce 
the noise level. The plugs will also simplify 
installation as the come with pre-assembled 
nuts.

The WPC boards are attached to 70 x 45 x 
3mm welded flanges with stainless steel M8 
bolts, nuts and washers. These connections are 
not visible from the inside and create a strong 
and safe connection. 

The posts are made of 80 x 80 x 3mm profile 
with horizontally, 6mm welded flanges. This will 
enable an easy installation and strong 
construction. The low-density polyethylene post 
caps are attached with blind rivets.
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Installation Information
Max. fall height 0 cm
Safety surfacing area 0,0 m²
Total installation time 88,7
Excavation volume 4,27 m³
Concrete volume 3,29 m³
Footing depth (standard) 85 cm
Shipment weight 5.916 kg
Anchoring options In-ground a

Surface a

Warranty Information
HDG post Lifetime
EcoCore HDPE Lifetime
Spare parts guaranteed 10 years
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Sustainability

Cradle to Gate A1-A3 Total CO  ₂
emission CO e/kg₂ Recycled 

materials

kg CO e₂ kg CO e/kg₂ %

FRE600403-0901 10.495,70 1,87 58,80

The overall framework applied for these factors is the Environmental Product Declaration (EPD), which 
quantifies "environmental information on the life cycle of a product and enable comparisons between 
products fulfilling the same function" (ISO, 2006). This follows the structure and applies a Life-Cycle 
Assessment approach to the entire Product stage from raw material through manufacturing (A1-A3))
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* Max fall height | ** Total height | *** Safety surfacing area * Max fall height | ** Total height

Click to see TOP VIEW Click to see SIDE VIEW
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https://kompandam.blob.core.windows.net/$web/prod/32986eda-31ce-4ce6-882d-2e2cb117a6ab/FRE600403_Footprint_CSA.jpg
https://kompandam.blob.core.windows.net/$web/prod/9694b8de-5412-4268-9c82-60e990c00e1f/FRE600403_Side_CSA.jpg
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