
The Play Timer attracts children of all ages 
immensely with its count-down sounds and its 
timer push-buttons. The mere fact that you can 
measure your efforts and measure them up 
against your friends’ is a play asset that makes 
children use the Play Timer over and over, and 
return for more. In the development of the Play 
Timer, KOMPAN built on KOMPAN Play 

Institute research of thrilling play stating that 
racing against time was a huge thrill factor for 
older children. Apart from its joyful and playful 
time-taking of how far you get and who gets 
there first, the Play Timer also functions as a 
practical turn-taking assistant, timing durations 
of 10 or 30 seconds, as well as 2 or 5 minutes.  
This is the playful – and to teachers effortless – 

way to make children turn-take without 
conflicts. The Play Timer increases the intensity 
of play, it increases cooperation and helps 
children pay attention to each other.
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Item no. NRO216-1001

General Product Information

Dimensions LxWxH 44x29x134 cm
Age group  4 - 12
Play capacity (users) 4
Colour options n



The reflective LCD display has four digits of 
100mm height, with excellent outdoor visibility 
and a wide viewing angle. An LCD display has a 
low energy consumption, It is powered by 8 
replaceable AA batteries with a lifespan of more 
than 2 years.

Front panels are made of UV-stabilized 
Polycarbonate. The UV-stabilization prevents 
the Transparent panels in being yellow over time 
and ensures the mechanical performances.The 
graphic prints are added by a unique multi-layer 
print process where the inner layer is the image 
and outer transparent layer functions as 
protection. The lacquer is water-based, and UV 
stabilized to prevent fading.

The push buttons and the housing for the push 
buttons are made from Polyamide (PA6). The 
buttons contain a magnet which activates a 
contactless reed switch when the buttons are 
pushed. This ensures high durability of the 
system.

The connectors are made of die-cast aluminum 
specially alloyed for outdoor environments and 
with a lead content below 100ppm. The 
connectors are attached to the posts by 
stainless steel screws and well protected 
against corrosion by special designed zinc 
washers. Extremely strong and no change of 
corrosion. 

Robinia Posts are made from de-barked and 
sap free Robinia trunks in various dimensions. 
Robinia is a native European wood specie with 
high strength and natural durability in various 
climatic conditions. The low degree of 
fabrication allows for a very natural look leaving 
posts bend and winding in some degree. 

The loudspeaker is a piezoelectric speaker with 
a sound level of 90dB, and low power 
consumption. As power source we use eight 
standard AA 1,5V replaceable batteries with a 
capacity of 2.95Ah.The expected lifetime of the 
batteries is two years, depending on usage. It is 
recommended to inspect the batteries yearly. 
The batteries are placed in two sealed battery 
boxes with a protection class of IP65.
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Installation Information
Total installation time 1,3
Excavation volume 0,03 m³
Concrete volume 0,01 m³
Footing depth (standard) 100 cm
Shipment weight 53 kg
Anchoring options

Warranty Information
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Sustainability

Cradle to Gate A1-A3 Total CO  ₂
emission CO e/kg₂ Recycled 

materials

kg CO e₂ kg CO e/kg₂ %

NRO216-1001 64,70 1,63 13,60

The overall framework applied for these factors is the Environmental Product Declaration (EPD), which 
quantifies "environmental information on the life cycle of a product and enable comparisons between 
products fulfilling the same function" (ISO, 2006). This follows the structure and applies a Life-Cycle 
Assessment approach to the entire Product stage from raw material through manufacturing (A1-A3))
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