
The ultimate active play experience for 
toddlers, the Runner will cause them to return 
again and again. The Runner offers crawling 
through the tunnel, a great trainer of cross-
coordination which is crucial for the 
development of the left and right sides of brain 
and necessary for functions like reading. The 
nice corner for sensory play with sand funnels 

and the great music panel develops objects 
permanence and logical thinking. The talking 
tubes, the turning plate and the round window 
add additional sensory activities on ground 
level, throughout the Runner. The membrane 
bridge offers a fun jumping activity that builds 
turn-taking skills. When jumping, children gain 
vestibular input and build bone density. The low 

slide is a stomach tickling balance trainer. It is 
placed so that toddlers of all abilities can easily 
loop in and out. The ground level base offers 
play for all.
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Item no. PCE205131-0603

General Product Information

Dimensions LxWxH  21'5"x18'0"x11'2"
Age group  2 - 5
Play capacity (users) 32
Color options n n n



The Curved ELEMENTS panels are molded of 
UV stabilized recyclable PE with multiple 
options for in-build play features that also 
ensures a strong panel solution. Straight panels 
are made of KOMPAN 19mm PE EcoCore™ 
which is a highly durable, eco-friendly and 
recyclable material.

The climbing elements displayed are molded in 
one piece with a minimum 5mm wall thickness. 
The climbing elements are made of recyclable 
PE which has a high impact resistance across a 
wide temperature span which ensures vandal 
resistance in all locations.

The ELEMENTS roofs are made of recyclable 
PE with a minimum wall thickness of 5 mm to 
ensure high durability in all climates around the 
world. The steel pipes are hot dip galvanised 
inside and outside for maximum durability.

The main posts are made of high quality pre-
galvanized steel with powder coated top finish. 
Post tops are closed with caps of UV stabilized 
nylon (PA6). The grey colored molded decks are 
made of 75% post-consumer ocean waste PP 
material with a non-skid pattern and texture 
surface. All decks are supported by unique 
designed low-carbon aluminum profiles with 
multiple attachment options.

ELEMENTS ropes has six-stranded steel wires 
and a steel wire core. Each strand is tightly 
wrapped with PES yarn, which is melted onto 
each individual strand. After initial friction has 
removed the surface fibers, a harder PES 
coating remains to protect each strand, making 
the ropes highly wear- and vandalism-resistant.

ELEMENTS rubber membranes are conveyer 
belt made of layers of rubber mixed of natural 
rubber and SBR rubber, and embedded with 
layers of armouring made of woven PE and PA. 
The thickness 8mm ensures high durability in 
any environment.  
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Elevated 
activities 8

Accessible 
elevated 
activities

Accessible 
ground 
level 

activities

Accessible 
ground 

level play 
types

Present 8 4 3
Required 4 3 3

Item no. PCE205131-0603

Installation Information
Max. fall height 1'11"
Safety surfacing area 735ft²
Total installation time 32.8
Excavation volume 1.12yd³
Concrete volume 0.1yd³
Footing depth (standard) 2'7"
Shipment weight 2038lbs
Anchoring options Surface a

In-ground a

Warranty Information
EcoCore HDPE Lifetime
Post 10 years
Curved Panels 10 years
Membrane 2 years
Spare parts guaranteed 10 years
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Sustainability

Cradle to Gate A1-A3 Total CO  ₂
emission CO e/kg₂ Recycled 

materials

kg CO e₂ kg CO e/kg₂ %

PCE205131-0603 2,115.40 2.71 38.50

The overall framework applied for these factors is the Environmental Product Declaration (EPD), which 
quantifies "environmental information on the life cycle of a product and enable comparisons between 
products fulfilling the same function" (ISO, 2006). This follows the structure and applies a Life-Cycle 
Assessment approach to the entire Product stage from raw material through manufacturing (A1-A3))
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Click to see TOP VIEW Click to see SIDE VIEW

https://kompandam.blob.core.windows.net/$web/prod/4e3312c8-63e0-42ae-994a-606e790bed92/PCE205131_Footprint_US.jpg
https://kompandam.blob.core.windows.net/$web/prod/011e3426-4e8c-428d-a468-53a520bf9ff8/PCE205131_Side_US.jpg
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